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SSC Service Bulletin 


TO: ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES & SERVICE CENTERS 
ALL REGENCY COMMUNICATIONS PROFESSIONAL SALES REPRESENTATIVES 


MODELS AFFECTED: MA-337/338 


SYMPTOMS: 


A. Excess sgquelched noise in radio. 
B. Failure to decode at low temperature. 


& CAUSE: 


ae oeiamperwintroducing noise: tosinput of Yaudio' amp. 
Bac lZ0sewes changing value causing 2805 oscillator, to 
fete omnes 


SOLUTION: 
A. Replace "A8" jumper with shielded cable. (See Detail) 


B. | Replace C1203 with mylar cap., Regency P/N °1508-0223-510. 
Replace C1204 with 1.0mF Tant, Regency P/N 1515-0010-003. 


SERVICE MANUAL CHANGES: 


Service Manual changes will be incorporated in upcoming package 
covering ECN #AC-402. 


TECHNICAL SERVICE DEPARTMENT 
REGENCY COMMUNICATIONS, INC. 


Form No. 138—AW AC-476 
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SOLDER SHIELD CONDUCTOR 
TO PIN 3, !C202 
CONNECT TO A8 PIN ON SOLDER CENTER CONDUCTOR 
OPTION BOARD TO PIN I, IC202 


DETAIL: OF AS CABEE 


